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Sidemarkise 9500  PRISER

SIDELINE®

med Soltis screendug (9510)

med Soltis screendug (9530)

Læskærmen leveres standard med stolpe type 1, 2 eller 3.

Læskærmen leveres standard med stolpe type 1, 2 eller 3.

13 cm

10 cm

Betjeningsside  
venstre

Betjeningsside  
højre
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INSTALLATION AND OPERATION INSTRUCTIONS
RETRACTABLE SIDE SCREEN SIDELINE

 Larger systems with greater weight (defi ned on the packaging) may require 2 persons to hook up the housing!
 

• Apply cushioning rubber on the wall brackets.

• Lift retractable side screen with the housing 
 brackets over the wall brackets. 
• Hook up housing on the wall brackets.
• Push housing fi rmly down.

Now the awning is suffi ciently secured.

2.7. FASTENING THE AWNING

2.8. MOUNTING THE LOCKING ELEMENT

Installation fi xed post Wall mounting Parapet mounting Lawn mandrel Floor holder concrete

For wall installation applications, the point for the locking element 
should be at half the system height. For the other installation types, the 
profi le of the locking element is arranged to suit this height.

The locking element must always be fi rmly anchored!

The distance from the locking element to the housing depends on the 
extended length of the system and is measured as shown on the right.

Depending on the installation situation, different puller locking element variants are used. However, the puller 
should be pulled straight from the housing irrespective of the installation type.
Mount the puller locking element with the mounting materials that suit the base material.
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INSTALLATION AND OPERATION INSTRUCTIONS
RETRACTABLE SIDE SCREEN SIDELINE

 Larger systems with greater weight (defi ned on the packaging) may require 2 persons to hook up the housing!
 

• Apply cushioning rubber on the wall brackets.

• Lift retractable side screen with the housing 
 brackets over the wall brackets. 
• Hook up housing on the wall brackets.
• Push housing fi rmly down.

Now the awning is suffi ciently secured.

2.7. FASTENING THE AWNING

2.8. MOUNTING THE LOCKING ELEMENT

Installation fi xed post Wall mounting Parapet mounting Lawn mandrel Floor holder concrete

For wall installation applications, the point for the locking element 
should be at half the system height. For the other installation types, the 
profi le of the locking element is arranged to suit this height.

The locking element must always be fi rmly anchored!

The distance from the locking element to the housing depends on the 
extended length of the system and is measured as shown on the right.

Depending on the installation situation, different puller locking element variants are used. However, the puller 
should be pulled straight from the housing irrespective of the installation type.
Mount the puller locking element with the mounting materials that suit the base material.
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Stor frontstolpe 
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INSTALLATION AND OPERATION INSTRUCTIONS
RETRACTABLE SIDE SCREEN SIDELINE

 Larger systems with greater weight (defi ned on the packaging) may require 2 persons to hook up the housing!
 

• Apply cushioning rubber on the wall brackets.

• Lift retractable side screen with the housing 
 brackets over the wall brackets. 
• Hook up housing on the wall brackets.
• Push housing fi rmly down.

Now the awning is suffi ciently secured.

2.7. FASTENING THE AWNING

2.8. MOUNTING THE LOCKING ELEMENT

Installation fi xed post Wall mounting Parapet mounting Lawn mandrel Floor holder concrete

For wall installation applications, the point for the locking element 
should be at half the system height. For the other installation types, the 
profi le of the locking element is arranged to suit this height.

The locking element must always be fi rmly anchored!

The distance from the locking element to the housing depends on the 
extended length of the system and is measured as shown on the right.

Depending on the installation situation, different puller locking element variants are used. However, the puller 
should be pulled straight from the housing irrespective of the installation type.
Mount the puller locking element with the mounting materials that suit the base material.
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til nedstøbning

Børnesikring
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INSTALLATION AND OPERATION INSTRUCTIONS
RETRACTABLE SIDE SCREEN SIDELINE

 Larger systems with greater weight (defi ned on the packaging) may require 2 persons to hook up the housing!
 

• Apply cushioning rubber on the wall brackets.

• Lift retractable side screen with the housing 
 brackets over the wall brackets. 
• Hook up housing on the wall brackets.
• Push housing fi rmly down.

Now the awning is suffi ciently secured.

2.7. FASTENING THE AWNING

2.8. MOUNTING THE LOCKING ELEMENT

Installation fi xed post Wall mounting Parapet mounting Lawn mandrel Floor holder concrete

For wall installation applications, the point for the locking element 
should be at half the system height. For the other installation types, the 
profi le of the locking element is arranged to suit this height.

The locking element must always be fi rmly anchored!

The distance from the locking element to the housing depends on the 
extended length of the system and is measured as shown on the right.

Depending on the installation situation, different puller locking element variants are used. However, the puller 
should be pulled straight from the housing irrespective of the installation type.
Mount the puller locking element with the mounting materials that suit the base material.

���������
�����
Hook-up 
point

��
��
��
��
��

�����


�

	������Extended length approx. 90

Bo
x 

he
ig

ht

Type 4 
Frontstolpe 
m/jordspyd
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INSTALLATION AND OPERATION INSTRUCTIONS
RETRACTABLE SIDE SCREEN SIDELINE

 Larger systems with greater weight (defi ned on the packaging) may require 2 persons to hook up the housing!
 

• Apply cushioning rubber on the wall brackets.

• Lift retractable side screen with the housing 
 brackets over the wall brackets. 
• Hook up housing on the wall brackets.
• Push housing fi rmly down.

Now the awning is suffi ciently secured.

2.7. FASTENING THE AWNING

2.8. MOUNTING THE LOCKING ELEMENT

Installation fi xed post Wall mounting Parapet mounting Lawn mandrel Floor holder concrete

For wall installation applications, the point for the locking element 
should be at half the system height. For the other installation types, the 
profi le of the locking element is arranged to suit this height.

The locking element must always be fi rmly anchored!

The distance from the locking element to the housing depends on the 
extended length of the system and is measured as shown on the right.

Depending on the installation situation, different puller locking element variants are used. However, the puller 
should be pulled straight from the housing irrespective of the installation type.
Mount the puller locking element with the mounting materials that suit the base material.
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Type 2 
Lille frontstolpe 
m/vægbeslag 25 cm

Fastgørelses 
punkt

Acrimo 9500 Lige anlæg 
med markisedug

Acrimo 9520 Skrå anlæg 
med markisedug

Tillægspriser 9500 Artikel nummer Vejl . udsalgspris
Børnesikring 30 607 032 623,00 kr.
Type 4 - Jordspyd til frontstolpe 30 607 067 978,00 kr.
Type 5 - Nedstøbningsspyd til frontstolpe 30 607 068 757,00 kr.
Ekstra frontstople - type 1 1 605 271 G/H/A 616,00 kr.
Ekstra frontstople - type 2 1 605 274 G/H/A 616,00 kr.
Ekstra frontstople - type 3 1 605 277 G/H/A 616,00 kr.
Ekstra sæt monteringsbeslag til væg 1 605 221 G/H/A 470,00 kr.
Vinkelbeslag for sidemontering (2 stk) 1 605 281 G/H/A 334,00 kr.
Lakering i andre RAL-farver 9000 0000 6008 Tilbud
Bemærk bogstaver bag ved tal: G=grå, H=hvid, A=antracit.

Stelfarve standard RAL 9006 grå, RAL 9010 hvid og RAL 7016 mat antracit

Bredde 
Højde 220 330 400

125-150 12.334 13.927 14.789
151-180 13.270 15.036 16.019
181-250 14.682 16.676 17.770

Bredde 
Højde 220 330 400

125-150 9.408 10.181 10.811
151-180 10.122 10.991 11.710
181-210 10.819 11.777 12.550

Bredde 
Højde 220 330 400

125-150 10.819 11.708 12.432
151-180 11.640 12.640 13.466
181-210 12.442 13.543 14.432

Bredde 
Højde 220 330 400

125-150 10.725 11.606 12.324
151-180 11.539 12.530 13.349
181-250 12.767 13.897 14.809
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